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Contactors Non-Reversing Contactor
45& 54mm Assembly Instructions

INSTRUCTIONS TO INSTALL COIL CONTROLLER

45mm Contactor........... Insert the Dovetail of the Coil Controller into the
lower slot of the Contact Block.
Push Coil Controller down until it snaps in place.
Visually inspect that snaps are seated in place.

54mm Contactor........... Insert the Dovetails of the Coil Controller into the
lower slots of the Contact Block.
Push Coil Controller down until seated.
Secure with the 2 screws supplied as shown.

INSTRUCTIONS TO REMOVE COIL CONTROLLER

45mm Contactor........... Pull the snaps apart with fingers or screw driver.
Lift the Coil Controller off.

54mm Contactor........... Remove the 2 screws.
Lift Coil Controller off.

45mm

Slot where dovetail
of Coil Controller
needs to engage.

Push to unlock and remove
Control Terminal Block.
(Not required for assembly)

Slots where dovetails
of Coil Controller
need to engage.

Screws:
3.5mm x 10mm
[6-32 x .375"]

Torque: 0.5 N-m [4 LB-IN]

Driver: PZ1 O ®
or
= — Push to unlock and remove
Flat Blade Control Terminal Block.

(Not required for assembly)

QTY. COMPONENTS REQUIRED
1 CONTACT BLOCK REFER TO CH CATALOG FOR SELECTION
1 COIL CONTROLLER REFER TO CH CATALOG FOR SELECTION
(54mm INCLUDES 2 SCREWS)
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