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2 Getting Started User's Guide

Support Services

The goal of Eaton’s Cutler-Hammer business unit is to ensure your greatest possible satisfaction with
the operation of our products. We are dedicated to providing fast, friendly and accurate assistance.
That is why we offer you so many ways to get the support you need. Whether it's by phone, fax or
mail, you can access Eaton’s Cutler-Hammer support information 24 hours a day, seven days a week.
Our wide range of services are listed below.

You should contact your local distributor for product pricing, availability, ordering, expediting and
repairs.

Website Address www.cutler-hammer.eaton.com

Use the Cutler-Hammer website to find product information. You can also find information on local
distributors or Cutler-Hammer sales offices.

e-TRC VOICE:

Technical Resource Center o 800-809-2772, selection 5 (8:00AM-5:00PM EST)
(support for OI, PLC & IPC) o 414-449-7100, selection 5 (8:00AM-5:00PM EST)
FAX: 614-882-0417

EMAIL: CHATechSupport@eaton.com

AFTER-HOURS PLANT DOWN EMERGENCY:

o 800-809-2772, selection 5 (5:00PM-8:00AM EST)

o 414-449-7100, selection 5 (5:00PM-8:00AM EST)
If you are in the US or Canada, and have OI/PLC/IPC questions, you can take advantage of our toll-
free line for technical assistance with hardware and software product selection, system design and

installation, and system debugging and diagnostics. Technical support engineers are available for calls
during regular business hours.

Information Fax-Back Service @ VOICE: 614-899-5323

The latest Cutler-Hammer product information, specifications, technical notes and company news are
available to you via fax through this direct document request service. Using a touch-tone phone, you
can select any of the info faxes from our automated product literature and technical document library,
enter a fax number and receive the information immediately.

Repair and Upgrade Service VOICE:

(support for OI & IPC) e 800-809-2772, selection 5 (8:00AM-5:00PM EST)
e 414-449-7100, selection 5 (8:00AM-5:00PM EST)
FAX: 614-882-3414
EMAIL: RepairCHA @eaton.com

If you have questions regarding the repair or upgrade of an OI/IPC, contact your local distributor.
Additional support is also available from our well-equipped Repair and Upgrade Service department.

European PanelMate Support VOICE: +41 1 806 64 44 (9:00AM-5:00PM CET)
Center EMAIL: CHSupport@bfa.ch

This center, located in Zurich, Switzerland, provides high-level quality support and product repair
services for your PanelMate products. You will receive real-time technical and application support.
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PanelMate Power Series/PC Features

In this chapter, you will learn:

e PanelMate online features

o Chapters you can skip in this manual
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Chapter 1: PanelMate Power Series/PC Features 7

PanelMate Features

Online features for the PanelMate Power Series operator stations and PanelMate PC are listed below.

Alarm reporting and acknowledgment
Templates:

- indicator

- readout

- bar

- table

- bartrend

- line trend (Note that the Advanced Trending Template selection must be chosen in the New
Configuration dialog box or Configuration Properties dialog box.)

- display

- maintenance (Note that the Maintenance Template must be enabled by choosing the Allow on
Page selection in the New Configuration Page dialog box or Page Properties dialog box.)

- variable-sized indicator

- variable-sized bar

- variable-sized readout

- variable-sized display

- variable-sized graphic

- variable-sized control button

Windows-based configuration environment

E-T-N | Cutler-Hammer
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=| PanelMate Configuration Editor | v| -
File Edit Object View Window Help
ElEIE) =T aE =E

= Untitled - 1: il
TOOL MODE

POSITION
‘_J

PART FAULT
FEED

HOME
DETECTED

-

e pixel-based PowerGraphics™ capabilities, including:
- object-oriented graphics

- 256 color support

- exclusive PowerAnimation and PowerBlink capabilities

ability to import graphics from 3rd-party packages

e Touchscreen and keypad models with display sizes from 8-inches to 14-inches

e PanelMate PC Pro, which allows configurations to run on an industrial personal computer with
the PanelMate PC Runtime Software.
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Using the Rest of this Manual

Previous Panelhate Mon-FPanelhate
Users Start Here. Users Start Here.

Farniliar with
Wyindows?

Mo ) Chapter 2

Reference the Caonfiguration

Editar User's Guide and —} Chapters 4 -11

online help as needed
during configuration.

fes Chapter 3

E-T-N | Cutler-Hammer



10 Getting Started User's Guide

How PanelMate Operator Stations Work
Online

In this chapter, you will learn:

o What role a PanelMate operator station plays in factory automation

o How a PanelMate operator station partners with a PLC

o How operators interact with a PanelMate operator station

e How a PanelMate operator station uses standardized on-screen tools called “templates”
o About the advanced graphics tools

o About the alarm annunciation capability

o What additional features are available

o How multiple screens or “pages” can be organized for best operator use
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Chapter 2: How PanelMate Operator Stations Work Online 11

What Role a PanelMate Operator Station Plays in Factory Automation

Conventional operator stations consist of individual devices (pushbuttons, lamps, etc.) hard-wired to
I/O points.
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12 Getting Started User's Guide

The PanelMate operator station replaces conventional operator stations and associated hard-wired
devices:

E-T'N | Cutler-Hammer



Chapter 2: How PanelMate Operator Stations Work Online

13

Conventional hard-wired operator stations connect to PLCs symbolically as shown in this diagram:

PLC
Processor

IJO Communication

Control
Logic

Operator
Station
Logic

Hard-wired
Operator
Station

Operator /O

O

o]

On the operator station shown above:

Control /O

Plant Devices

e pushbuttons and thumbwheels are input devices which require PLC input modules

e lamps, numeric readouts and message displays are output devices which require PLC output

modules

e specific PLC ladder logic is required to support the inputs and outputs of the operator station
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14 Getting Started User's Guide

PanelMate operator stations connect to PLCs/controllers symbolically as shown in this diagram:

PLC/Controller IO Communication

1

;

(b)

- () — )
0&E

PanelMate

Control /O

Plant Devices

(a) direct serial or PLC network connection , OR
(b) /O network connection

The PanelMate operator station performs all the same control and monitoring functions as the devices
on a hard-wired operator station, plus adds many more capabilities.

It also:

e climinates the need for PLC I/O modules to support the operator interface

e climinates most PLC/controller ladder logic needed for operator interface support

e often occupies less space than conventional operator stations

e provides greater flexibility to customize the appearance and content of displays, and to expand
and make changes at a later date
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Chapter 2: How PanelMate Operator Stations Work Online 15

How the PanelMate Operator Station Partners with a PLC

PanelMate operator stations can:

e communicate to hundreds of varieties of PLCs/controllers.
e communicate directly to one PLC or to multiple PLCs and PLC and controller networks

e communicate with multiple networked PLC simultaneously from the same “page” (screen)

PanelMate operator stations physically connect to PLCs or their networks via cabling directly to a PLC
port, network connection node or interface module (depending on the PLC brand).

e PanelMate operator stations can support up to three communication drivers simultaneously via 2
serial ports plus a PLC network interface card. The PanelMate Pro LT supports 1 communication
driver via 1 serial port or a PLC network interface card.

e PanelMate PC Pro can support multiple serial ports and high speed network interface connections.
The PanelMate PC Pro can simultaneously support a connection to a Steeplechase VLC software
or NetSolver application (running on the same personal computer), a connection to a PLC
network interface card, as well as connections to multiple DDE or OPC Servers.

This means that:

e The PanelMate operator station supports connections with up to three PLCs or controllers
simultaneously

E-T-N | Cutler-Hammer



16 Getting Started User’s Guide

Except when it is operating on a PLC’s remote I/O network, the PanelMate operator station is usually
the “master” device when it communicates to the PLC. This means that:

e the PanelMate operator station polls the PLC or network to write or to read information

e the PLC does not need extra rungs of ladder logic to send information to the PanelMate operator
station

PanelMate operator stations feature extensive built-in capabilities to perform mathematical
calculations, alarm annunciation, image animation, and more. This means that:

e the PanelMate operator station eliminates the extensive additional PLC/controller ladder logic
which might otherwise be needed to support operator interface activities

When the PanelMate operator station is connected to a remote I/O network such as Allen-Bradley’s
Remote I/0, it communicates differently than with all other serial or network connections. When the
PanelMate operator station is on the remote I/O network, it appears to the PLC as if it were a PLC I/O
rack. This means:

e the PLC is now the master - it determines when to update information to the PanelMate operator
station or when to receive inputs from the PanelMate operator station

e the PLC/controller requires ladder logic to specifically send updates to PanelMate operator station
and to receive inputs (such as operator entries) from the PanelMate operator station. This “block
transfer” logic is a standard requirement of such remote I/O networks.

When the PanelMate PC Pro is communicating to a DDE Server as a DDE Client, then the DDE
Server sends data to the PanelMate operator station as it changes. Therefore, PanelMate does not poll
the DDE Server data. Instead of polling the DDE Server data, the PanelMate operator station
establishes and de-establishes DDE requests to the DDE Server as required by the specific application.
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Chapter 2: How PanelMate Operator Stations Work Online 17

How Operators Interact with the PanelMate Operator Station

Operators interact with the PanelMate operator station in two basic modes:

e they monitor events through the PanelMate operator station

e they take action through the PanelMate operator station

Monitoring is supported with the following PanelMate capabilities:

e on-screen representation of status, annunciation of alarm information, and presentation of
instructions

e audio annunciation of events through the connection of an optional audio horn

o logging of events through the use of an optionally-connected serial printer
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18 Getting Started User’s Guide

Taking action is supported by permitting operators to press the equivalent of momentary-contact or
maintained (latched) control buttons and to perform numeric entry.

e keypad-based online units feature either 4 or 5 control buttons whose functions are configurable.
Note that a separate keypad exists for numeric entry.

Control
Buttons

-

Templates —]
—]

:_“::_:
‘\.\_\_\_‘_\-
Murmeric
Entry
Pad
TouchPanel
2 [ (s
Tl e te1o1]
(D]
i () [

e touchscreen-based online units provide configurable on-screen control button touch areas and a
pop-up numeric entry keypad. All PanelMate touchscreen units offer a choice of 2 different pop-
up numeric entry keypads (i.e., a two-column or three-column keypad).

¢ industrial computer-based units (used with PanelMate PC configurations) allow operators to use
the industrial computer’s pointing device (touchscreen, mouse, etc) to activate on-screen control
buttons and access a pop-up numeric entry keypad (i.e., a two-column or three-column keypad).
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Chapter 2: How PanelMate Operator Stations Work Online 19

Standardized On-screen Tools Called “Templates”

The most basic job of a PanelMate operator station is to replace the functions of traditional hard-wired
operator station devices such as pushbuttons, lamps and message displays.

To replace each category of hard-wired device, the PanelMate operator station supplies a specific
visual tool or “template” which can be arranged onscreen with other templates. The standard template
types and the devices that they replace are:

Template Type Conventional Devices Replaced
indicator lamps, legend plates, pushbuttons
readout numeric displays, thumbwheels

bar gauge, dial or faceplate

display message display

table readout and thumbwheel batch array
maintenance timer/counter access module

trend chart recorder

advanced trend

Indicater
Teinplate

FEED
BED

CFF

I: FEED EBED ]
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20 Getting Started User's Guide

Steps to installing a template on a screen are:

e using the Windows-based configuration software, select the desired template from the selection
toolbox, then drag & drop onto the screen

o fill out the tabbed dialog boxes to define text, color and other attributes

e enter the PLC/controller address information to link visual appearance of the template to events
represented in the PLC/controller

o specify the addition of operator control buttons or numeric entry to be associated with the
template
During online or runtime operation, the operator may:

e observe a particular template
e touch or select a template to “arm” control buttons or numeric entry, if desired

— To select a template on a touchscreen unit, touch the template.

— To select a template on a keypad unit, use the touchpanel to select the corresponding
template.

— To select a template on a PanelMate PC Pro, use a pointing device (touchscreen, mouse, etc.)
to select a template.

e press any desired control buttons or numeric key selections to take action

o

e
speeD ED

+ * FI/MIN
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Chapter 2: How PanelMate Operator Stations Work Online 21

Advanced Graphics Tools

In addition to templates, the PanelMate operator station provides the ability to construct custom
graphics images for inclusion on any page.

NCEL

15:32:02 P5

RELEASE
SAFETY
CLAMPS

Graphics are typically used to provide visual detail about an application that templates cannot.
Graphics can be intermixed with templates on any page, and can:

be created and stored in a library for later recall and use

be used for static appearance enhancement

be linked to events in the PLC/controller to produce a dynamic appearance
be used to show motion, with the PowerAnimation feature

be used to get attention, with the PowerBlink feature

have control button or numeric entry capability “attached” to their appearance
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During online or runtime operation, the operator may:

e observe a particular graphic
e touch or select a graphic to “arm” control buttons or numeric entry, if desired

— To select a graphic on a touchscreen unit, touch the graphic.
— To select a graphic on a keypad unit, use the touchpanel to select the corresponding graphic.

— To select a graphic on a PanelMate PC Pro, use a pointing device (touchscreen, mouse, etc.)
to select a graphic.

e press any desired control buttons or numeric key selections to take action

5 SHEAR JAM C
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Alarm Annunciation Capability

All templates and (dynamic) graphics can be made to generate an alarm based on detection of some
event. The detection is set up within the configuration of the tabbed dialog boxes for each template or
graphic.

When an alarm situation is detected, the PanelMate operator station responds by:

e generating a separate, blinking alarm message in the reserved alarm area at the top of the screen

e generating a blinking page number at the top of the screen, to advise the operator of the page
number on which the alarm is occurring

8EE 5 SHESR JAaM CLEAR

25
SHEAR JEM

e generating a copy of the alarm message to any printer attached to the PanelMate operator station if
desired

e logging the alarm on the separately-displayable alarm page, which can list up to the 100 most
recent alarms

e generating an alarm tone (if desired) to an optionally connected alarm horn (PanelMate PC Pro
and PanelMate Power Series 1500 do not provide an external alarm horn.)

When the alarm situation is resolved or cleared, the PanelMate operator station:

e removes the blinking page number from the top of the screen
e removes the alarm message from the top of the screen
o lists as “cleared” the alarm reported on the alarm page

e prints a specific “alarm cleared” message to any printer connected to the online unit
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24 Getting Started User's Guide

Additional Features Available

The PanelMate operator station has many additional features available to provide convenience and
flexibility in partnering with PLC/controllers. These features are accessible from the System
Parameters Table (see the System Parameters topic in the PanelMate Power Pro Configuration Editor
User’s Guide). A few of the often-used capabilities include:

o specifying the page which the PanelMate operator station should display at powerup

e setting various parameters related to password protection of operator entries

e resetting the internal clock which is used to time-stamp alarms

o specifying the volume of the optional audio feedback for key presses and alarms

e setting a time following a key press after which the screen will go blank to reduce CRT monitor
aging
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Organizing Multiple Pages for Best Operator Use

Some PanelMate applications may require fewer than 5 pages, while others may require many. In
either case, here are some organizational guidelines:

e organize pages to meet the needs and responsibilities of the people who will use the online unit (it
may be more than one category: e.g., online operator plus maintenance technician)

e make it easy to locate pages which will be used often
e group together numbered pages which have common functionality
e “layer” multiple pages from the most general view of operations to more focused views

One example of a multiple-page organization:

Page Number(s) Content
00 Department Overview Mimic Diagram
01 Machine #1
Mimic and
Manual
Controls
02 Machine #2 Mimic and Manual Controls
03 Machine #3 Mimic and Manual Controls
06 Production Data Trends
07 Machine
Uptime/Downti
me Summary
08 Machine Diagnostics
11* Repair Instructions - Machine #1
12 * Repair Instructions - Machine #2
13 * Repair Instructions - Machine #3

* password-protected for access by technicians only
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26 Getting Started User's Guide

From Opening the Boxes to Running Online:
A Master Startup Flowchart

In this chapter, you will learn:

o The overall sequence of steps necessary to configure, load, and run a PanelMate operator
Station

o What chapters in this manual provide specific startup guidance
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The Master Startup Flowchart

Assemble:

* PanelMate Configuration Software

* VGA Personal Computer

* Ladder diagram(s) for
Communication Interfaces

v
s N
Load Configuration Software on your
See chapter 4 personal computer
N J
( " N\
See chapter 5 Create a new configuration
v
See chapter 6 Assign communications
4
See chapter 7 Create new pages (screens)
See chapter 8 Save the configuration
v
See chapter 9 Export the configuration
4 i 2\
Power up the PanelMate
See chapter 10 operator station.

!

Transfer the configuration to
PanelMate operation station

il

See chapter 12 [ Run the configuration.

See chapter 11
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Installing the Configuration Software

In this chapter, you will learn:

o About the system requirements

e How fto install the configuration software
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System Requirements
The following table shows the software and hardware requirements for installing and running the
PanelMate Configuration Software.

Operating System Microsoft Windows NT/2000
Microsoft Windows 95/98/ME
Hard disk space 15 MB
Video adapter VGA or higher resolution; recommended environment

is 256 colors (software will operate with more colors
but PanelMate’s blinking colors will not be viewable)

The following table shows the software and hardware requirements for installing and running the
PanelMate PC Runtime Software.

Operating System Microsoft Windows NT Service Pack 4.0 or
greater or Windows 2000

Microprocessor Pentium 133MHz or higher (Pentium II — 333
MHz minimum for Windows 2000)

Memory 64 MB

Hard disk space 6 MB

Video adapter VGA or higher resolution; required Color Palette

setting is 256 colors (Note: PanelMate PC will
draw in a 640x480 window)

Display device Color CRT or Flatpanel Display Device
Pointing device Touchscreen, Mouse, or compatible pointing
device
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Installing the Configuration Software

Note that before installing the configuration software, make sure that you close all open applications.

The Software Kit contains a CD-ROM for fast, easy software installation.

Select Install Software and then select which of the software files you wish to install.

Configuration Software files
Configuration Database files
Symbol Factory

Transfer Utility files
Executive Firmware files
PanelMate PC Runtime files

Note the following items:

Tip:

If upgrading or installing the software in the same directory as a previous PanelMate software
version, you do not need to install the Configuration Database files. (When you open the
Configuration Software, you will be prompted to upgrade the database for the installed software
version.)

The PanelMate PC Pro Runtime files should only be installed on a personal computer with
Windows NT or Windows 2000 (See system requirements).

If installing the PanelMate Runtime Software only, de-select the other selections and only check
the box for the PanelMate PC Pro Runtime selection.

Cutler-Hammer recommends that you reboot your system after the software installation is
completed, if you installed PanelMate PC Runtime software.
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Creating a New Configuration

In this chapter, you will learn:

o About the PanelMate Power Pro Main Screen

e How fto start a new Configuration
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The Power Pro Main Screen

The Setup program creates a “Start-Programs” folder named PanelMate Configuration Software.
Select “PanelMate Power Pro Software” to start the editor.

= PanelMate Configuration Editor - C:APMCONFIGAMODEL Database
File Edit Object iew wWindow Help

EEl E[E 5] [Normal =) [%s] fals

f2. C:\PMCONFIG\MODEL Database M =] B3

EI--@ Configurations
-] Paneiate 1500
=B PaneMate 1700

5B Pane + | Object alignment tools

=8 B

1:Machine Setup
Screen Fonts

Pen width/color tools

Systern Parameters
- PLC Name and Port
il Message Library
i@ Gystem Online Labels
7B PanelMate 3000

7B PanelMate 4000

+-[B PareMate 5000

]--E Paneltate PC

Database Treeview Window

£
£
E
£

| Hew. .. I | Open I | Delete I |Pmpe¢ies...|

r- e N
Tips:

e  The standard Windows tool buttons for File Save, Print, Cut, Copy, Paste, Undo, and Re-do
operations are available.

e Special PanelMate Power Pro tool buttons for aligning and ordering objects in displays, fill and
pen color, and width operate as they would in most Windows-based drawing packages.

e Context-sensitive Help is available for most operations using the Help button.
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Starting a New Configuration

Select the New button on the Database Treeview Window to indicate that you wish to create a new
configuration (set of displays for an online unit). This will bring up the New Configuration dialog
box used to specify basic information about your new configuration.

- ||PanelMate Configuration Editor - C:%P|

[ New Configuration

Product Type:

O Select target online
system product type

| PanelMate 2000

=l

- Configuration

| ® Type in name and

Description:

Mame: IH}I First Application k

description of configuration

© Sclect product options in target

online system

-\

[~ Color Display
[~ High Capacity Unit

I

[ Advanced Trending Template

Auto Centening

[ Device Names
[" Indicator Labels
[~ Control Button Labels

[~ Allen-Bradley DH-485
[ Modicon Modbus

© Select OK — |

0K

I | Cancel I | Help I

|ForHelp. press F1

O Seclect auto centering for
template information if
desired
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Tips:

e Be sure to select the Color Display option if target online system is color. Note that PanelMate
Power Series 4000, PaneclMate Power Series 5000, and PanelMate PC Pro automatically select the
Color Display option.

e The Tab key or mouse can be used to move to new fields in the dialog box.

e The Enter key will “complete” the dialog box and close the dialog box (except when entering a
multi-line description).

e  The Configuration Name may be up to 32 characters and will be used for identification of this
configuration in the Database Treeview Window. Note that the Description field is for reference
only.

e  Options can be changed by clicking the Properties button on the Database Treeview Window
(except for the Product Type). If the Product Type is incorrect, press the Delete button on the
Database Treeview Window and start configuring the New Configuration dialog box over again.
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Assigning Communications and Associating
Tags

In this chapter, you will learn:

o Where to find the necessary communications setup information
e How to configure the PLC Name and Port Table

e How fto associate tag files (.csv) with your application
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Determining Communication Information

This chapter explains how to setup communications. Additional PLC/controllers can be added after
successfully establishing communications.

Depending on the PLC or controller driver to be used, all or some of the following information will be
needed:

e Communications Driver
e PanelMate ID (Local ID)
e Electrical Setting

e Baud Rate
e Data Bits
e Stop Bits
e Parity

e PLC/Controller Processor Model
e PLC/Controller Processor Node ID (Remote ID)
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Configuring the PLC Name and Port Table

When a Configuration Name is opened in the Database Treeview Window, the PLC Name and Port
Table selection will appear.

=/ PanelM ate Configuration Editor - C:A\PMCOMNFIGAMODEL Database

File Edit Object Yiew ‘Window Help

EE e B EEE e = (SR B

fr. C:\PMCONFIGAMODEL Database =] B3

E"@ Configurations
=B PaneiMate 1500
- PanelMate 1700

= Panelate 2000
=
D"g_gh::;ﬁ:epﬁiwew Double-click on PLC Name and Port
1:Machine Setup Table

¥ Screen Fonts

gl Symbal Library

488 Svstem Parameters

&7 PLC Mame and Port Table
~{fijlil Message Library

g System Online Labels
o8 Pansldate 3000

o-{E] Panslate 4000

o-{&] Panslate 5000

:I---E Paneltdate PC

| Hew. . I | Open I | Delete I |Pruper§ies...|

E.-T-N | Cutler-Hammer



38 Getting Started User's Guide

Configure Port Parameters Information

Setup the Port Parameters as follows:

3) Click on and

Port Parameters edit the Local
E Port Device Use Local ID / ID address
1 N0 Usage) | / Port Settings—. |
1/0 (Ungguipped - Mo inter Face board) A — -
I El--% / yUnsnllmled Device.__. I
1) Click on port 2 vi€e Use: Local 1D: l
R C

&)

| " b Usag

- [Serial Printer)
Allen-Bradley Data High\gay 485

Allen-Bradley Serial Remote ID
Cutler-Hammer D 200/D50 ]
Cutler-Hammer D50/D 300
GE Master/5lave
GE Peer-to-Peer X X
GE Series 90 Network 2) Click on Device Use and
- GE Se_nes 90 Point-to-Point select the proper driver
= | |Generic =
- Mitzubishi A Series
Mitzubizhi FX Series Delete
1| 1 Modicon ASCII hd

Hame: |p|c1 Model: | =] Tag File. _
Default
New| | Port: I | Remote ID: Il] pf[:a:ame:

| ok Il Cancel I | Help I

I}

L

Tips:

e Port 1 can be used, but is normally left unconfigured. Port 1 can be used for future downloading
from a personal computer without disconnecting from the PLC/controller.

e  On PanelMate 1100 models, Port 2 does not exist. Therefore, do not assign anything (driver or
printer) to that port. Since the PanelMate 1100 supports only one driver you must choose to assign
either a serial driver to Port 1 (ex. Modbus RTU) or a network driver to the I/O port (ex. Allen-
Bradley Data Highway Plus). If a network driver is assigned to the I/O port, then Port 1 may be
unassigned (no usage) or assigned to a serial printer for printing of alarms and messages.
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Continue configuring the PanelMate communication port as follows:

Bl 1) Select Port Settings — -

-~ - Port Paramet
Port Device Use Local %
FL 1 (Mo Usagel i
Cut ler -Hammer D58/D300 Port Settings _ |
1/0 (Unequipped - Mo interface board] . .
E--% | Unsolicited Device. .. I
" Device Use: Local ID:
E.. ——
Cutler-Hammer D070 300 =] 0
_PLC Mame Parameters 2) Selec; pro}llaer communicati
Item Mame Port  Model settings for the port
i
- Paste I
B 3) Select OK to close the Port
Settings dialog box
Hame: |D|c1 Model: & g
e
Default
New Port: |2 j Remote 1D/ PE[?:lame: I j

I | Cancel I | Help I

||uu|\.-'1

L
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Configuring the PLC/Controller Processor

The PLC/Controller Processor or Communication Module must be configured to match the values
entered in the PanelMate Configuration Software.

Reference the Communications Driver Manual for specific PLC/controller setup instructions. The
following parameters are normally configured in the PLC or controller using programming software or
dip switches:

e  Electrical Setting

e Baud Rate
e Data Bits
e Stop Bits
e Parity

e PLC/Controller Processor Node ID (Remote ID)
e Protocol (PanelMate driver type)

These parameters must match the values used in the PanelMate Configuration Software.
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Configure PLC Name Parameter Information

= PanelMate Canfimratinn Editn

7) Select Add and check to see

le

Fie Edit PLC Name and Port Tab .
2 = Port Parameters that all Va.lues are copied to
E Porit  Device Use the Item list
1 (No Usage) ;
1) Click on line 1 e -Ha |_Ponsepings..._|
E‘"E- | Unsolicited Device.. I
EE 2) Click on Name and edit the name
= (“ple1” is the default)
Port  Model Remote ID
I
3) Click on Port and select Port 2
[] - | =
- 4) Click on Model and select
B the proper PLC Model
-
Model: | D300 =l
New HemoleJlD' 0 gf?ﬂ;me:l [
]
5) Click on and edit the Lok _J | Concel | |_Hetw |

Remote ID address

[—] 6) Make sure this field contains the same
name used in the Name field

&

Tips:
e Ifthe exact PLC or controller model is not listed, select a model that has the same or similar
address ranges.

e The PLC Node ID settings must match the Remote ID. Do not use leading zeros when entering
the Remote ID.

e  When creating a PanelMate PC Pro configuration, the DDE or OPC Server and NetSolver
communication interfaces will also display in the Device Use field in the PLC Name and Port
Table.
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Associate Tags With A Configuration
Tags are used as a convenient method of referencing the I/O address in a PLC reference. A tag “name”
is directly associated with a specific PLC I/O address, ie: GATE OPEN = [B450/104]. The PanelMate
Power Pro software reads the tag name and I/O address information from a comma separated variable
(.csv) file. The .csv file is “associated” with a configuration in the PLC Name and Port Table

For more information on Tags, refer to your PanelMate Power Pro Configuration Editor User’s
Guide, Chapter 12: Using Tags.

jd abo Confimeratinn Edibar - C-ADMCOMEIEAMNONE]L Niatahaes
PLC Hame and Port Table [1X]
- Port Parameters
Port  Device Use Local ID
FL 1 (No Usage) 1
CAR ™ Cutler -Hammer D58/D300 o | PortSettings |
o @ 170 (Unequipped - Mo inter]y) Cjick on PLC for associated .cvs file
" Device Use: Local 1D
E..
0
- PLC Hame Paramejers
Tag File Path & Name
"2: < New entry >
r
42) Click on Tagname to locate the Tag (.csv) file
|
Name: |p|c1 Model: | D300 =] -
Default
New Port: |2 j Remote ID: IU PLC Name: | plcl j

| OK Il Cancel I | Help I

L
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Creating New Pages

In this chapter, you will learn:

e How to use the Database Treeview Window
e How fo open a new page
e How to add and configure templates

e How fto edit and use the Message Library
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Using the Database Treeview Window

Applications are created, deleted, opened, and their components accessed using the Database Treeview
Window. The Database Treeview Window looks and acts much like the Microsoft Windows File
Manager with applications automatically listed under their corresponding model series. Likewise, the
components making up an application are automatically listed under the associated application.

| PanelMate Configuration Editor - C:APMCONFIGAMODEL Database

Fle Edt Object “iew Window Help

EIEBEEEE ] EEE 52| [EE |R=IE | e

% C:A\PMCONFIGAMDDEL Database

Configurations
+ Rl ate 1500
S Paneiae Tro0

Close a Branch

Double-click on Page to Open

Open a Branch

WErview

rf Screen Fonts
wbol Library
Parameters

&7 PLC Mame and Port Table
: m Meszage Library

67 Swstem Online Labels
5B PaneiMate 3000

BB PanelMate 4000

5B PaneiMate 5000

BB PanelMate PC

Delete I | Properties.._ I

Create an Application or Page
T NUM| |

Tips:
e To open and close branches of the tree, click on the “+” and “-” icons or double-click the branch.

e To create a new application, select the appropriate PanelMate model in the Database Treeview
Window and press the New button.

e To create a new page, choose the Configuration Pages selection for the application and press the
New button.

e To open a page or application component for editing, select it and press the Open button or
double-click on it.

e Pages and application components can be copied and moved by selecting them and using the
standard Windows “Edit” commands. Note that individual symbols and entire Symbol Libraries
may also be copied in this manner.
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Creating New Pages (screens)

Overview Flowchart

Repeat as

necessary.

v
4 )
Add a template to the page (fill out the
template’s tabbed dialog boxes for text, [€
colors, and communication references.
\ J Repeat as
v necessary.
e N
Assign control buttons or numeric entry
to template as desired.
N\ J
v
e N
Add messages to Message Library for
callup by Display Templates.
. J
v
4 )
Create and position custom graphics for
static (layout) or dynamic (linkedtoa |4
PLC or controller) use.
- J
Repeat as
v necessary.
Add symbols to Symbol Library for

dynamic reference by Variable-Sized
Graphic Template.
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Creating a Page

Add a page to an application as follows:

| PanelMate Configuration Editor - C:APMCONFIGAMODEL D atabasze

File Edit Object ‘“iew ‘wWindow Help

H|§| i Bl= %Iﬂl |§I$I§|IINurmal J il 0 i||1 EI
Mew Configuration Page

- Page

E--% Configurations Number: IE_E

#- B Paneliate 1t

EE PanelMate 1) Title: IUnlitIed
2B PanelMate 20
E‘E My First & Protection: | Hdne =
= Canfig J

NE !
! B Maintenance Tempates -
, [" Allow on Page 3) Select Page Number, Title, and

[~ Enable Writes other properties
1) Select Configuration Pages
W Protection: I Hone J

g Syate
BB PaneMate 3 Flagible Page Layout
B Pansiate 40
-8 PanelMats B [X Page Status Banner [X Cancel Key
D"B PanelMate FI X Alarm Table [X Default Buttons

m @ | 0K | Cancel || Help I
| 2 seclect New 4) Select OK CONUM[

Tips:
o  Edit the Protection field to password protect a page from being accessed on-line.

e Maintenance Templates can be used to access any PLC/controller register dynamically on-line and
can be made read-only or password protected from register write access.
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Opening a Page

Open one or more application pages as follows:

Editor - Machine Dyerview

1) Double-click on the Page ncow Help
I ﬁl‘ﬁl |,=‘§'Iffl I‘E‘jl IanmaI

2) Select to Maximize the
Page to Full Screen

F¥ Screen Fonts
-y Symbol Libran

il Message Libr.
& Spstem Orline
+-8 PaneMate 2000

7 B PaneMate 4000

i B Panelate 5100

7 B PaneMate PC

£
£
[
£

[atow. | [open J [

ForHelp. press Fl LR

Note that when a new page is opened, an Alarm Window is displayed with sample text. This is
provided to help you visualize the online area of the Alarm Window. The text cannot be modified and
will not appear in the online configuration.

Tips:

e Pages can also be opened by selecting the page in the Database Treeview Window and selecting
the Open button.
e  Use the Minimize button to minimize the page to an icon when editing multiple pages at once.

e  Use the scroll bars at the right edge and bottom of the page to see control button labels and other
templates.
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How to Configure a Template

Add an Indicator Template to a page as follows:

-~ ! PanelMate Configuration Editor - [My First Application - D:Machine Dverview]

Fle Edt Object View MWindow Help =151 x|

EEFERERE S EELE] Noma =& o B
ne Ouerui 17 5

12l

ant Pume Failed

3) Double-click on the m 2) Drag and Drop the
Template to Edit - template on the Page
[ or

e alal

Taua,
"a
.""l----.
"Eaay
N

Indicator Template

Indicator AlllihulesT Indicator States T Control Definitions ]

Device Name:
Conveyol
Status

efresh Affected Graphics Online

Height: 1 Width: |1 E
Indicator Label Font:

Iﬂuad j
"l_ ENable Coi

vi¥=r=| 4) Fill in the Device Name and
— other attributes
[ OK [ | Cancel || Help |

" Template Size in Cells

1) Select the Indicator
Template Tool

or Help. press
For Hel F1 INILIRA

Tips:
e Templates automatically snap to the 3 row by 5 column locations.

e Select Auto Centering attributes when creating an application to allow the Device Name, Indicator
Labels, and Control Button Labels text to be centered within the field.

e Use the Enter key to add a second line in the device name.

e  Other templates are added using the same drag and drop technique.
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Edit the states of an Indicator Template as follows:

=/ PanelMate Configuration Editor - [My First Application - 0:Machine Overview]
File Edit Object Wiew ‘window Help ==l

HE] R (G [EEE] veme
P =i

Indicator Template

Feduction Furnace Quertemp
Inbound Hopper Ouerweight

chine view
Pump Failed

re Low

1) Select the Indicator States
Tab

2) Select the state from the
list

4) Enter the PLC/controller references

(or tag name) into a conditional
expression to test for this state

Indicator Attributes Indicator States

Indicator Label Conditional Expressis

[1:Fault [waas]V %zl

Conditional Expression: |M009]>5 u
Indicator Label Alam
Faul Fo: [ Alarm
! .\ Bg: B {0 VR R p—
N

3) Fill in the State Label, Color

E and Alarm attributes

|ForHelp, press F1 [ [NURM |

Tips:

e Indicator states are tested from top to bottom in the list for the first true condition.

e  Open the pull-down list to see a summary of all states.

e Copy and paste conditional expressions or labels from other states or even other Windows
applications by pressing the Ctrl and C keys simultaneously to copy and pressing the Ctrl and V
keys simultaneously to paste.

[ ]

Select the Alarm field to activate an alarm in the PanelMate operator station and the Acknowledge

field if the operator should acknowledge the alarm before it is cleared from the screen.
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Edit the control button definitions of an Indicator Template as follows:

. PanelM ate Configuration Editor - [My First Application - D:Machine Overview]
File Edit Object Miew ‘wWindow Help == x]

B ) e = =1 | e

Feduction Furnace Ouertemp Clrd 12:34:56 PO
Inbound Hopper Oueruweight Clrd 12:34:56 PEA

2) Select the Control Button
Number from the list

1) Select the Control

Definitions Tab
dicato emplate =
N Indicator Attributes T Indicatar States T Control Definitions
N Control Label FLC Bit Reference
Bt e ——— PLCBit [30777)
’HEVEHS Reference: | -
i ey 1y -
= 3) Fill in the Control
Label and Color
ok || [ “Caneer T Hen |
[ForHelp. press F}  4) Enter the communication interface bit | [NUM]

reference (or tag name) to control —

Tips:

e On standard VGA resolution computers (640x480), the top control button label is not visible
unless the page area is scrolled up using the right scroll bar.

e PanelMate control buttons act like normally-open momentary pushbuttons.

e PaneclMate Power Series models are available with either 4 or 5 control buttons.

e Readout, Bar, and Bar Trend templates offer a choice of button or numeric entry control.

e To move templates and graphics, select them and drag them to their new location, even on another
page or another application (source and destination pages should both be opened and not
maximized).
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How to Configure a Variable-Sized Template

Variable-Sized templates are scaleable versions of the standard PanelMate templates that enable
customization of the screen layout.

Add a Variable-Sized Indicator Template to a Page as follows:

= PanelM ate Configuration Editor - [My First Application - D:Machine Overview]
Eile Edit DObject Yiew MWindow Help _I_I— = ﬂ

2) Click on the upper -
left corner =N

3) Drag to the lower
right corner

VS Indicator Attributes | S Indicator States |

Pizel Location Template Size in Pizels
{ xMEE v[7E { Height: [16 [2] width: |1s =

Alarm Device Name:
|M0l0l1 Status

[~ Rehliesh Affected Graphics Online

5) Fill in the Device Name and ﬁ ‘ 1) Select the Variable-Sized
other attributes Indicator Template Tool
|[FarHelp, press F1 |CAR [MUM |

Tips:

e Use Variable-sized templates as labels by placing them on top of graphics.

e Templates and graphics can be resized by using any of the eight white resize handles.
e Variable-Sized templates edit and work the same as larger full size versions.

e To make copies of templates or graphics, select them and hold down the Ctrl key while dragging
the copy to the new location.

e  Select multiple templates and graphics for moving and copying by holding down the Shift key
while clicking on another item to add to the selection.

e Variable-Sized Control Buttons can be defined as Normally Open — Momentary buttons,
Normally Closed — Momentary buttons, Normally Open — Maintained buttons, Normally Closed —
Maintained buttons, Toggle buttons, or Page Change buttons. (Note that Normally Open —
Momentary is the default setting for Variable-Sized Control Buttons.)
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How to Edit and Use the Message Library

The Message Library dialog box is referenced by the Display Template and Variable-Sized Display
Template. Once accessed from the Database Treeview Window or from the Message Library button
on the Display Template — Expressions Tab dialog box or the Variable-Sized Display Template —
Expressions Tab dialog box, messages can be edited as follows:

/' PanelMate Configuration Editor - [My First Application - D:Machine Overview]
File Edit Object Wiew ‘window Help - |5‘ 1'

[ETE= [EL1E]) [Womal [ E
Message Library E
T Preview 3 Wide | 4 wide | 5 Wide |
Trbound Check tension on belt motor
Msglt Message Destination
1:.Conveyor rollers need greased Scrn - Copy I
3 Scrn Paste
4
- 1) Select the Message number to edit
2) Edit the message text e
—| 13 3) Edit the Message’s colors, font, and destination
Message: ICheck tension on Jelt motor m
Fg: Bg: EE Font: INurmaI j Destination: IScleen j
I 119 I ‘ Cancel I | Help I

4) Select

[For Help. press F1 [CAP [NUIK |

Tips:
e Set the Destination to Printer to create reports and log events to a serial printer attached to the on-
line system.

e To select multiple messages, hold down the Ctrl key while selecting or hold down the Shift key
and select the list message to be selected.

e  Use the Cut, Copy, and Paste commands to copy messages to other locations in the library or
between the Windows clipboard and other applications such as a word processor or spreadsheet
program.

e Use Find and Replace to locate or change messages in the Message Library.

e  When using Edit or Paste to add messages, be sure to pre-select the correct number of message
lines in the Message Table to avoid losing information.
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How to Add PowerGraphics to a Page

Add PowerGraphics to a page as follows:

=1 PanelMate Configuration Editor - [My First Application - D:Machine Overview]

Feduction Furnace Ouertemg
Inbound Hopper Ouerweight

2) Click on the upper left

corner

Fle Edit Object View ‘Window Help =l=x]

3) Drag to the lower
right corner to size

|FaorHelg, prass F1 [ [MUIKA |

Tips:

Double-click on a graphic to edit or examine its attributes.

Select multiple templates and graphics quickly by using a bounding box that encloses all the
items. Click on a blank area of the page to define the upper left corner and drag down and release
to define the lower right corner. Anything fully enclosed in the imaginary rectangular area is
selected.

Use the arrow keys on the keyboard to move a graphic one pixel at a time or hold down the Shift
key while using the arrows to move 5 pixels at a time. Holding down the Ctrl key in addition to
the above will apply the changes to the size rather than the location.

Holding the Shift key while sizing or creating a graphic will constrain it to form a perfect square,
circle, or diagonal line.
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Create polygons and polylines as follows:

=1 PanelMate Configuration Editor - [My First Application - 0:Machine Overview]
File Edit Object Wiew ‘window Help _I- _Iﬁ' ll

8 o e 5 | [ | =

==
6) Select the Pen and Fill Colors and Pen Width
: 1) Select the Polygon Tool
Feduction Furnace Ouert P
Clrd 12:34:56 POG

Inbound Hopper Ouerweight

2) Click on the first corner

NEOEEh
7| &% & =020 | @ | T
B E =]

5) Click on the first corner again
to close

4) Click on the third corner

3) Click on the second corner
ForHelp, pre | | LKA |

Tips:
Double-click on the last point to create a polyline instead of a polygon.

[ ]
To convert a polyline to a polygon or vice-versa, double click on an existing polyline or polygon

[ ]
and change its style.

Polygon and polyline vertices can be added, deleted, or moved, and arc starting and ending angles
can be changed using the reshape tool.

Note:  Small, one-pixel differences may be seen when comparing graphic objects drawn on a page
within the PanelMate Power Pro software and the corresponding PanelMate PC Pro Runtime page.
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Creating Symbols
Symbols are created and added to the Symbol Library as follows:

-~ PanelM ate Configuration Editor - [My First Application - 0:M achine Overview]
Fle Edit Object Yiew ‘window Help _Iﬁllil

2) Select Object then Make
Symbol

Furnace Quertemnf
Inbound Hopper Querweight

1) Select all graphics to be

included in the symbol

Symbol Name:
[REvwAT

SYMBOL1
SYMBOL2Z

Symbol Origin Offset ——
X0 Y: 0

3) Enter the symbol name

4) Select OK

[X Show Preview

=

Ea;el I Help I

|ForHelp. press F1 [ [MUM |

Tips:

e  Change all occurrences of a symbol in an application by remaking a symbol with the same name.
e To edit a symbol after it was created or make another symbol that is very close to the same:

e 1) Place the symbol on the page.

e 2) Break it using the Break Symbol command in the Object Menu.

e 3) Change, delete, or add desired graphic elements.

e 4)Reselect all the elements and make the symbol again.

e Symbols cannot contain other symbols or templates. If a symbol or template is selected, the Make
Symbol command in the Objects Menu will be grayed out.
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How to Make PowerGraphics Change Dynamically

PowerGraphics can dynamically change by using symbols and defining states, much like the Indicator
Templates, using the Variable-Sized Graphic Template as follows:

| PanelMate Configuration Editor - [My First Application - 0:Machine Overview]
Fle Edt Object Miew Window Help =13lx

1) Select the Variable-Sized
Graphic Template Tool

3) Double-click and select the
Variable-Sized Graphic — VS
Graphics States tab

‘Variable-Sized Graphic Template
¥5 Graphic States T Control Definitions ]

Conditional Expression Alm Ack
[R38/13]

Conditional
Expression: [R30/13]

5) Select the symbol to use

X Acknowledge |

6) Enter condition (or tag name) to check for state

|[ForHelp, press F1 [ [NUR |

Tips:
e Override Colors change the pen and fill colors used for all elements within the symbol.

e Use the Symbol Library button to preview and choose symbols.

e Create simple motion and rotation by creating animation frames as symbols and defining each
symbol to a different state.

e Change the symbol’s origin offset when creating or modifying the symbol to align it with other
symbol origins if necessary.
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Saving a Configuration

In this chapter, you will learn:

e How to save a configuration

e How to optimize your personal computer for best performance when using the PanelMate
Power Pro Configuration Software
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Saving Changes

If changes were made to the application, the user is prompted to save changes to the database as each
window is closed:

== PanelMate Configuration Editor - C:\PMCOMNFIGA\MODEL Databasze
File Edit Object “iew Window Help

[ETETE] [Horma e

PHCONFIGAMODEL Databaze o Select Close

3 Wide | 4 Wide | 5 Wide |

“unning

Msglt Message Destination

need greased Scrn |~
belt motor Scrn

@ Choose whether to save Copy

changes or not Paste

Scrn
Sern Clear
Scrn
Scrn
Scrn
Scrn
Scrn | w

m \'anelM ate Configuration Editor

Do pou want to save the changes?

0 () (]

f fik

m oW o)

]
=

© Sclect OK to automatically save changes

© Select Cancel to discard changes

Tips:
e The Configuration Software automatically prompts the user to save each open window with
changes if the program is exited.

e  After closing all windows, the changes to the database that are common to multiple windows can
be saved by selecting the configuration name in the Database Treeview Window and clicking on
the Save button on the toolbar or by choosing the Save selection from the File Menu.
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Exporting a Configuration

In this chapter, you will learn:

e How to export a configuration
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Exporting a Configuration

Note: To run a configuration on another PanelMate model, you must first convert the configuration
to the appropriate model. Refer to Chapter 13, Converting Configurations, for more
information.

Prior to downloading the configuration to the online PanelMate operator station or executing a
PanelMate PC Pro configuration in the Runtime Software, the configuration must first be exported
from the database to a file as follows:

= ! PanelMate Configuration Editor - C:APMCONFIGAMODEL Databaze

EI--% Configurations
=[] PanelMate 1500

= PanelMate 1700
EE Paneltd ate 2000 z
L E-E T cation

[

File Hame: Directories: m
I c:\pmconfighonline\cig
C.
1.PP5 A e - M

DDEDEMOD.PPS [= PMCONFIG =
(= ONLINE

= CFG ‘E work... I

© Choose a filename for the application

Lizst Files of Type: J
lPaneIMale Power Series 2000 Grayscale O Select Export

1|4

FarHelp. press F1 LKA
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Powering Up the PanelMate Operator Station

In this chapter, you will learn:

e How to power up the PanelMate operator station

o About the Offline Mode Menu
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Power Up the PanelMate Operator Station

To power up the PanelMate operator station, follow the steps below:

1.

Switch the power on.

For the PanelMate Power Series 2000 Color or PanelMate Power Series 4000, power up both
the monitor and the Electronics Module. Note that this power up sequence must be followed
when you are initially powering up the PanelMate operator station or when you are restarting
the PanelMate operator station from a power interruption.

If you have a PanelMate Power Series 1500 or PanelMate Power Pro operator station, turn
the power on by plugging in the DC power connector. If you are restarting from a power
interruption, the power may already be on.

Note: The following steps apply when you are initially powering up the PanelMate
operator station or when you are restarting the PanelMate operator station from a
power interruption.

The PanelMate operator station performs internal diagnostic checks, and displays a listing of
the checks as they are executed. If you have a PanelMate Power Series 2000 or a PanelMate
Power Series 4000, you may also hear a monitor “crackle”. This is normal. In case of failure,
see Appendix A, Troubleshooting Guide.

Then, the PanelMate operator station returns to the state it was in when it was powered off.

o If the PanelMate operator station was in the Offline Mode, it will return to the Offline
Mode and display the Offline Mode Menu.

e If the PanelMate operator station was in the Run Mode, it will return to the Run Mode
and go to the Startup Page as defined by the configuration that is loaded in the unit. It
will be necessary to put the PanelMate operator station into the Offline Mode to perform
the diagnostic tests.

To go to the Offline Mode from the Run Mode, follow the steps below:

—  Select the Get Page control button from the default control buttons.

— Select the More control button (touchscreen unit) or the More Buttons control button
(keypad unit).

— Select the Setup Page template.
— Select the Enter Offline Mode template.

—  Press the Execute control button. After a short delay, the screen will flash and then the
Offline Mode Menu will be displayed.
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Offline Mode Menu

The Offline Mode Menu displays six selections and is shown below.

-

Enter Enter Display

Execute Serial Network System/ I%nter
Diagnostics Transfer Transfer Caonfig. un
Mode Mode Information Mode
-
Calibrate
Touchscreen
S—

Note: Keypad units do not display the Calibrate Touchscreen selection.

Note:  After the diagnostics are completed during power-up, you can force a keypad unit into
Offline Mode by pressing the upper two control buttons simultaneously. You can force a
touchscreen unit into the Offline Mode by pressing the lower right corner of the touchscreen.

When a PanelMate operator station is forced into Offline Mode, the Offline Mode Menu will
be displayed. When the Execute Diagnostics template is selected, the following additional
selections will be displayed.

Execute Execute
Individual Automated
Tests Tests

If you select the Execute Individual Tests template, you may execute a specific diagnostic test.

If you select the Execute Automated Tests template on a keypad unit, you may execute each diagnostic
test consecutively. If you select the Execute Automated Tests template on a touchscreen unit, you will
not be able to execute all of the diagnostic tests.

The selections in the Offline Mode Menu are described in the following sections.
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Execute Diagnostics

If you select the Execute Diagnostics template and then press the Execute control button, a new page
of selections will appear.

You may perform the following tests by selecting the appropriate template and then pressing the
Execute control button:

e  Serial Port Tests

e Set Date and Time

e Display Test

e Touchscreen Test or Keypad Test

e Tone, Relay, and Battery Test

e System Status

Serial Port Tests

Note: The Serial Port Tests selection only appears if the PanelMate operator station was forced into
Offline Mode at startup. For more information on forcing a PanelMate operator station into
Offline Mode, refer to the Offline Menu Mode section.

Select the Serial Port Tests template and press the Execute control button. A new page will display the
tests that can be run. You may test Serial Port 1 or Serial Port 2. You will need to insert a loopback
plug to verify functionality of the serial port.

The cabling for the RS232 loopback plug is shown below.

Pins 2 & 3 are looped together.
Pins 7 & 8 are looped together.

1

®

o--9

3.___._. Ll
'.:.. .l

® .

o
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The cabling for the RS422 loopback plug is shown below.

Pins 1 & 4 are looped together.
Pins 6 & 9 are looped together.

— -
; H

|

[

|

-

Select a test and press the Execute control button. To leave a test, press the CANCEL key.

Setting Date and Time

1.

Select the Set Date and Time template and press the Execute control button. A new page will be
displayed.

Select Set Date and press the Execute control button. The right hand control buttons will change
and numeric entry will be enabled. Use the numeric keypads to enter the month, day of the month,
and the year using the format MM-DD-Y'Y. Be sure to use the minus key between the numeric
values. By pressing the Enter control button, the new date will be entered. If the date is already
correct, press the CANCEL key to exit. Note that if you have a keypad unit, you may press the
Clear key to clear an entry.

Select Set Time and press the Execute control button. Use the numeric keys to enter the time as
HH-MM-SS with the hours in the 24-hour format. For example, 2:45:11 PM should be entered as
14-45-11. Again, be sure to use the minus key between numeric values. Pressing the Enter
control button will enter the new time. If the time is already correct, press the CANCEL key to
exit. Note that if you have a keypad unit, you may press the Clear key to clear an entry.

Press the CANCEL key and then the bottom Exit control button to proceed.
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Perform Display Tests

Select the Display Test template and press the Execute control button. The new page will display the
tests that can be run.

If you have a PanelMate grayscale operator station, the tests will be:

Intensity Check This test will display all the intensities with a brief
description of each intensity. Check to ensure that each
intensity appears as it is described on your screen.

Solid No Intensity Screen This test will display a solid no intensity screen. Check to
ensure that the screen is displayed without any intensity.

Solid High Intensity Screen This test will display a solid high intensity screen. Check
to ensure that the screen is displayed in high intensity.

Dot Pattern This test will display a screen with a dot pattern. Check
to ensure that the dot pattern on the screen is aligned
horizontally and vertically.

If you have a PanelMate color operator station, the tests will be:

Color Check This test will display all the colors with a brief
description of each color. Check to ensure that each color
appears as it is described on your screen.

Solid Black Screen This test will display a solid black screen. Check to
ensure that the screen is displayed in black.

Solid White Screen This test will display a solid white screen. Check to
ensure that the screen is displayed in white.

Dot Pattern This test will display a screen with a dot pattern. Check to
ensure that the dot pattern on the screen is aligned
horizontally and vertically.

Select a test and press the Execute control button. To leave a test, press the CANCEL key.

Note: A Grid Check test will also appear if you force a PanelMate operator station into Offline
Mode and choose the Execute Automated Tests selection on a keypad unit. This test will
display a screen with a grid pattern. Check to ensure that the grid pattern on the screen is
aligned horizontally and vertically. For more information on forcing a PanelMate operator
station into Offline Mode, refer to the Offline Menu Mode section.
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Perform Touchscreen Test

Note: This test only appears if you have touchscreen unit.

This test is used to verify touchscreen operation. Select the Touchscreen Test template and press the
Execute control button. As the touchscreen is pressed, it is identified on the page display. Test the
CANCEL key last as it exits the test mode.

Perform Keypad Test
Note:  This test only appears if you have a keypad unit.

This test is used to verify keypad operation. Select the Keypad Test template and press the Execute
control button. As a key is pressed, it is identified on the page display. Test the CANCEL key last as it
exits the test mode.

Test Tone, Relay, And Battery

This test allows you to verify the audio tone, fault relay, and battery. Select the Tone, Relay, and
Battery template and press the Execute control button. The new screen will display several selections
for testing the tone, fault relay, and real-time clock battery. Note that you must have an alarm horn
connected to the PanelMate operator station to test the audio tone.

System Status

Select the System Status template and press the Execute control button. The new screen displays the
Power Up Diagnostic Results template.

Test Completion
This completes the internal System Health Checks which are available for unit check-out. To turn the
power off, disconnect the DC power source.
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Enter the Serial Transfer Mode

To download, upload, or read system information over a serial port, the online unit must be in the
Serial Transfer Mode. The PanelMate operator station will remain in the ready state until the
Configuration Software has initiated the transfer. Configuration files, drivers, executive firmware, and
options can be downloaded to the PanelMate operator station. The configuration file loaded in the
PanelMate operator station can be uploaded to the personal computer.

Baud = 9500
*Transfer Process Ready™
Fress CAMCEL key to exit to Offline Mode

0 Bytes Received Serial Mode

Note that you may refer to the Display System Configuration Information screen before or after a
transfer to verify configuration names, executive firmware versions, options, or drivers currently
loaded in the system.

You can change the default communication rate in the PanelMate operator station from the
Configuration Software. (The default is 9600 baud.) When transferring information, the PanelMate
operator station uses port 1.
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Enter Network Transfer Mode

Note: The Network Executive Firmware and the network driver must be downloaded using the
Serial Transfer Mode before you can transfer over a network.

The PanelMate online unit must have the Remote Transfer option installed and be in the Network
Transfer mode to:

e  Transfer Information
e Remotely place the PanelMate operator station into Run Mode

e Read system information over a remote network

Initializing MNetwark Interface
Transfer Process Ready™
Press CANMCEL key to exit to Offline Mode

0 Bytes Received Network Mode

The PanelMate operator station will remain in the ready state until the Configuration Software has
initiated the transfer. Configuration files, drivers, executive firmware, and options can be downloaded
to the PanelMate operator station. The configuration file loaded in the PanelMate operator station can
be uploaded to the personal computer.

The PanelMate operator station can also be remotely placed into Run Mode. For more information on
remotely placing the PanelMate operator station in Run Mode, refer to the PanelMate Transfer -
System Info. Tab topic in the Transfer Utility Online Help.

You may refer to the Display System Configuration Information screen before or after a transfer to
verify configuration names, executive firmware versions, options, or drivers currently loaded in the
system.
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Display System/Config. Information
This selection displays current configuration information from the PanelMate online operator station.

USER COMFIGURATION

Marne: FILET.PPS

“arsion: KR

Date/Time:  B26/88 11:24

Free Bytes: 80542 Uzed Bytes: 50530

Options: Modicon Modbus, Advanced Trend Template

EXECUTIVE FIRMWARE

Company/lD:  Cutler-Hammer

Product: Fanelhdate 3000

“ersion: B

Metwork: Mane

Options: hodicon Modbus, Advanced Trend Template

INSTALLED DRIMERS
Seneric (Versinn Km
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Enter Run Mode

The Run Mode allows you to display the configuration downloaded to the PanelMate operator station
communicating to the PLC of your choice.

If the Remote Transfer option is installed, you can remotely place the PanelMate operator station into
Run Mode from your personal computer.

Note: If the value in the Remote Mode Change field in the System Parameters Table is configured

as IMMEDIATE, DEFAULT, or ACCEPT, you may also remotely change the PanelMate
operator station from Run Mode to the Network Transfer Mode from your personal computer.
For more information on remotely placing the PanelMate operator station into the Network
Transfer Mode, refer to the PanelMate Transfer - System Info. Tab topic in the Transfer
Utility Online Help.

To go to the Offline Mode from the Run Mode, follow the steps below:

Select the Get Page control button from the default control buttons.

Select the More control button (touchscreen unit) or the More Buttons control button (keypad
unit).

Select the Setup Page template.
Select the Enter Offline Mode template.

Press the Execute control button and the Offline Mode Menu will be displayed after a pause.
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Calibrate Touchscreen

Touchscreen units have a calibration routine that must be performed to determine the boundaries of the
video on your touchsceen.

Select the Calibrate Touchscreen template and the following screen will appear:

10:28:48

+ + +

Copyright () Cutler-Hammer DT, Inc., 193319504, All rights reserved.
Touchscreen Calibration Program

+ CANCEL + 4—Press these crosshairs.

FRESS AMD HOLD EACH CROSSHAIR ALONG EDGES FOR 1 SEC.
Pass 1 of2

+ + +

Press the eight small crosshairs around the edges of the screen to calibrate. Press the crosshairs in any
order, but all crosshairs must be pressed to complete the calibration.

Each crosshair turns green (or a different shade of gray for grayscale units) when pressed. After the
first pass, the crosshairs turn red (or back to the original shade of gray) again to indicate the screen is
ready for the second pass. After calibrating, you return to the Offline Mode Menu.

Note: Calibration settings are retained when power is removed from the PanelMate operator station.
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Transferring a Configuration

In this chapter, you will learn:

e Downloading drivers to a PanelMate unit
o How fto setup your personal computer and PanelMate operator station

e How to perform the file transfer process
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Transfer Overview

Note: If you created a PanelMate PC configuration, you will not transfer the configuration. You
may proceed to Chapter 12, Running a Configuration.

This chapter explains how to transfer a configuration from a personal computer to a PanelMate
operator station.

The PanelMate operator station requires three separate file types to operate. These files must be the
proper version and loaded in the proper sequence for the PanelMate operator station to function
properly. The three file types are:

e Executive Firmware: This is the master program for each PanelMate operator station.

e Drivers: These are the communication protocols. It is recommended that you install the drivers
supplied with your version of the Executive Firmware. Current version drivers should not be used
with a previous version of Executive Firmware and current Executive Firmware should not be
used with previous version drivers.

o Configurations: These are the operator screens that you configure. The version of these files can
be the same or “older” than the version of the executive firmware in the PanelMate operator
station.

Note: To run a configuration on another PanelMate model, you must first convert the configuration
to the appropriate model. Refer to Chapter 13, Converting Configurations, for more

information.
( Select th 1 ) >
elect the personal computer [ Select Options ]
L serial port parameters )
p v § v
Select Systems Information [ Select Configuration ]
v l
Select Executive Software Prepare PanelMate operator station
L b, for transfer
'd " ~N #
Select Communication Driver [ Start transfer ]
A J
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Downloading Drivers to a PanelMate Unit

In the VCP Transfer Utility, choose the “Executive” tab and select the proper Executive Firmware
to download to the PanelMate unit.

Click the button labeled “Add to Operation List.”

Note: In order to download to a PanelMate for the first time or to clear the existence of another
driver, the PanelMate must first be loaded with Executive Firmware.

Choose the “Driver” tab.

Select the appropriate driver to be downloaded to the PanelMate.
Click the button labeled “Add to Operation List.”

Place the PanelMate unit in Serial Transfer Mode.

Connect a serial transfer cable from the correct port on the PC to port 1 on the PanelMate. (See
cabling below.)

Click “Start” at the bottom of the VCP Transfer Utility window.

Note: For a more detailed description of downloading procedures and troubleshooting see
PanelMate Power Series, PowerPro, Pro LT Transfer Utility User’s Guide.

Serial Transfer Cables

Cable P/N 0518
PanelMate Unit Personal Computer
DB-0P DB-05
2ERD 2ED
31D 3TD
5 GMND 5 GHND
TRTS TRTS
g CTS >< 3 CTS
Hood Hood

Shield
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Cable P/N 0818

(PanelMate Power Series 1500 and PanelMate 500 only)

Panellate Uit Perzonal Computer

RlI-11 DR-85
IED 2D
> TD 3TD
1 GHD 5 GHD
4 RETa >< TERTA
20CTE a8 CTa
Hood Hood
Shield

EJ-11 pin configuration

[ ——pin1

QU RJ_] ! El—]ﬁnﬁ

=

==

i
h ﬁ
From To
Cahle Panelliate
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Starting the Transfer Screen

When you have completed a configuration and have saved and exported it, begin the transfer process
by choosing the VCP Transfer selection in the File Menu. Note that the configuration software will
prompt you to ensure that the configuration has been exported prior to initiating the transfer operation.

=1 PanelMate Configuration Editor - C:\PMCONFIGAMODEL Database

dit Object Yiew Window Help

OpeND atabase E |§I5I§|I|Nolmal
Database

_ |00 =

LEloze
SavE Bligkzs
Saye s

1) Select the File Menu

Coryert,,
e

Import....
Erporty,.
Erpart s

Erirt.. : [t R

Exit \

N

2) Select VCP Transfer

Open I | Delete

I | Properhies. I

Transtet files to/ffrom WCF Linit

= (@ el
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Setting up the Co

mputer Communication Parameters

The computer must be set up properly before the transfer process can begin:

Y PanelMate Transfer [ =

Options

Configuration T

Executive T

Drivers T

T Syztem |nfo.

Operation

]

Status

1) Click on Port Parameters

Pml/
—

2) Click on and select the computer port
and the transfer Baud Rate

Hemove selected upera%i[s] from list |

Yiew System Info. |

Yiew (peration Status.

— Port Parameters —{

Port Device: | coM1

|

Baud Rate:

19200

H

Set parameters bor selected operation|z] |

Stark | Exit Ahuul.._l Help |

Tips:

Note:

E-T'N Cu

Make sure that that the computer communication port that you select in the PanelMate Power Pro
Configuration Software is also set in your computer setup screen as a communication port and not
a mouse port.

Check power saving options in your computer setup screen to ensure they have been deactivated.
Most laptops shut down serial ports when they enter power saving modes. If your computer enters
a power saving mode and shuts down the serial port, the transfer will fail.

The Port Parameter settings are saved in the vepxfer.ini file (in the default Windows
directory) when the Transfer Editor exits and will not need to be changed every time the
Transfer Editor is started.
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Determining System Information

The System Information option reads and displays the version of executive firmware, communication
driver, and configuration that is currently in the PanelMate operator station. The first transfer is
normally a reading of the parameters in the PanelMate operator station so that proper communications
can be verified.

t‘ PanelMate Transfer

Configuration T Executive T Drivers T Options TSystemInfo.T Port Params. ]

Operation Port Statug

Read System{Configuration Information / COM1 at 19200 Pend

1) Select System Info

Hemove selected| operation| =] from list | View Spstem Infor Yiew [peration Status.

— System/Configuration Information

2) Click on System
Configuration Info

i Spstem/Configuration Info. i Elace m Eum HMode | Place im Transfer, Mode

Start | Exit | About | Help |

Tips:

e PanelMate operator stations are shipped from the factory loaded with a set of demonstration
screens that can be used without having a PLC or controller connected.

e  Successfully verifying the information in a PanelMate operator station allows you to confirm that
your computer serial port and cable are properly setup.

e  Once the system configuration information has successfully been read from the online unit, you
must select the Read System/Configuration Information line in the Operation list box and then
click the View System Info button to read the results. The information displayed on this screen is
very helpful if you need to contact Cutler-Hammer Customer Support for assistance.
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Selecting the Executive Firmware to Transfer

Executive Firmware is normally transferred only when initially setting up an online operator station or
when upgrading to a newer version of the PanelMate Executive Firmware. However, this is a good
step to ensure that the version installed in your PanelMate operator station matches the version of
software you are using.

k‘ PanelMate Transfer

Configuration | T Optionz T Syztem |nfo. T Port Paramz. ]
Port Statug
Read SystemfConfiguration In i COM1 at 19200 Pend
2) Click on and select the proper Executive 1) Click on Executive
Firmware version
- i iisasake | From list | V& Spstem Info. Yiew [lperation Status. |
3) Click on Add to Operation List e \
Ezecutive Firmware: | \ \ j|
A
Hetwork Driver: |No Netwolk‘)rivm j|
Add bo Uperation List I
Start Exit About | Help
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Selecting the Communication Drivers to Transfer

The next step is to transfer the communication driver that you have used in your configuration.

k‘ PanelMate Transfer

Configuration T Executive T Drivers T

Optionz T Syztem |nfo. T Port Paramz. ]

Operation

il

slabus

Read SystemfConfiguration Information

S—COM

1) Click on Drivers

—

2) Click on and select the

proper driver

Hemove selected|operation| =] rom list | Aew Spstem Info. |
y 4

Yiew [lperation Status. |

— Communication Drivers

3) Click on Add to
Operation List

| Add to Operation List I

(0 1 UL TGN U AR EC utler-Hammer D50/D300 V3.04 [PanelMate Power Series j

Start | Exit

| About | Help

Tips:

e  The Option Memory Expansion kit is needed to run more than one communication driver

simultaneously in some PanelMate Power Series online operator stations.
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Selecting Options to Transfer

Note: To run a configuration on another PanelMate operator station, you must first convert the

configuration to the appropriate model. Refer to Chapter 13, Converting Configurations, for
more information.

Any special options that you have used in your configuration must next be transferred into the online
operator station. Options are “One Time Use” disks that enable each PanelMate operator station to
accept configurations that use a option (e.g., the A-B DH 485 communication driver).

t‘ PanelM ate Transfer

Configuration T E xecutive T Dirivers T T Syztem Info. T Port Params. ]

Operation / Port Status

Read System{Configuration Information ATV R RS R LT Beodl

3) Click on to confirm the option
disk is valid

1) Click on Options

2) Click on and select the

Bemove selected operation{s] from Iisl/ /View Spstem Info. proper drive
— Option / /

Option Diskette: Yalidate /

4) Click on Add to
Operation List

Option Diskette Drive:

| Add to Operation List I

Start | E xit | About ___ I Help I

Tips:

e The A-B Acceleratl/On card is not a software option. However, it must be installed in the
PanelMate operator station before downloading configuration screens using DH+ or Remote 1/0
communication drivers.
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Selecting the Configuration to Transfer

After all other required items have been transferred, the configuration can be transferred to the online
operator station. Note that once you select the Add Configuration File to Operation List button, the

Download Configuration dialog box or the Upload Configuration dialog box will appear to allow

you to select the configuration file to download.

kY PanelMate Transfer

T Executive T Drivers

I

Options T Syztem |nfo. T Port Params. ]

Operation

Port Status

Read Systhﬁun Information

2) Click on and select your

configuration

—

COM1 at 19200 Pend

1) Click on Configuration

Hemove selected operation{s] from list |

Yiew System Info..

Yiew [peration Status._

— Configuration

Download Configuration: | Add Configuration File to Operation List ___ I

Upload Configuration: = Add Configuration File to Operation List ... |

Start |

Ezit

| About . |

Help

Tips:

The configuration should have been “verified” before exporting and downloading to check for
incorrect PLC/controller references.
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Preparing the PanelMate Operator Station for a Transfer

The PanelMate operator station must be changed from the normal on-line run mode into an off-line
transfer mode before downloading new files.

The following steps must be performed to place the PanelMate operator station into transfer mode:

e  Press the Cancel Key.

e Press Get Page control button.

e  Press the More Buttons control button.

e  Press Setup control button.

e Select the Offline Mode template and press the Execute control button.
e Select the Transfer Mode template and press the Execute control button.

e  Connect the Transfer Cable between the PanelMate (Port1) operator station and the personal
computer serial port. We recommend using the Transfer Cable manufactured by Cutler-Hammer;
however, the cable diagram is available in the User’s Guide.

AWarning Do not use a generic RS232/RS422 computer cable unless you have verified it
contains the exact pinout required. Extra pins or jumpers may cause problems with
the transfer process.
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Starting the Transfer Process

Begin the transfer process by clicking on the Start button in the PanelMate Transfer dialog box. The
process will consist of:

Checking communications and displaying System Parameters of the PanelMate operator station.
Transfer the Executive Firmware. (Approximately 5-6 minutes to complete)
Transfer the Communication Driver. (Approximately 2 minutes to complete)

Transfer the Configuration. (Approximately 1-2 minutes to complete depending upon the
configuration file size)
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Running a Configuration

In this chapter, you will learn:

e How to run a PanelMate configuration on a PanelMate operator station

e How fo run a PanelMate PC Pro configuration on an industrial personal computer
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Running a PanelMate Configuration
After the download process is complete, the PanelMate operator station needs to be placed in the on-
line mode:
e  Connect to your PLC and verify the processor is in the Run Mode.
e  Press the Cancel key on the PanelMate operator station.
e Select the Go On-Line template and press the Execute control button.

The PanelMate software performs a hardware diagnostic test and should come on-line in
approximately 1 minute.

If the configuration does not come on-line properly or displays a communication error message:

e Verify your configuration to ensure there are no mistakes.

e  Confirm that the communication settings in the PanelMate configuration match the settings of the
PLC.

e Confirm the PLC cable is correct.
e  Consult the error code tables in the Online Operation User’s Guide.

If the PanelMate operator station is locked in the on-line startup mode due to an invalid configuration,
it can be placed back in the transfer mode by performing one of the following:

e On a keypad unit, cycle power and press the two top control buttons after the diagnostics are
completed. Press the buttons until the PanelMate operator station is in the transfer mode.
(PanelMate 4000 and PanelMate 5000 use buttons 2 and 3.)

e On a touchscreen unit, cycle power and press and hold the lower right corner of the display after
the diagnostics are completed.

e Disconnect the electronics module from the front face plate which automatically puts the
electronics module in transfer mode on port 1.
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Running a PanelMate PC Pro Configuration
After the PanelMate PC Pro configuration is exported:
e  Copy the configuration to the PanelMate PC Pro operator station (if different than the personal

computer from which the configuration was exported) using either a floppy disk or ethernet
network connection

e  Connect the industrial personal computer to your PLC or controller.
e  Double-click on the Configuration Name (i.e., the .PPS file) to start the Runtime Software.

The PanelMate software performs a hardware diagnostic test and should come on-line in
approximately 1 minute.

If the configuration does not come on-line properly or displays a communication error message:

e  Verify your configuration to ensure there are no mistakes.

e  Confirm that the communication settings in the PanelMate configuration match the settings of the
PLC or controller.

e Confirm the PLC cabling is correct, if applicable.

e  Consult the error code tables in the Runtime Operation User’s Guide.

For more information on executing the Runtime Software, refer to the Runtime Operation User’s
Guide.
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Converting a Configuration

In this chapter, you will learn:

e How to convert a configuration from one PanelMate model to another
e Special considerations you must keep in mind

e How Copy & Paste and Drag & Drop are similar to the conversion process
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How to Convert A Configuration

Note: To run a configuration on another PanelMate model, you must first convert the configuration
to the appropriate model.

This chapter describes the process of converting a PanelMate configuration from one model to another
(e.g., Model 2000 to Model 3000). The closely related topics of copy & paste and drag & drop are also
discussed.

Converting A Configuration

Conversion is done using the PanelMate Power Pro software. Refer to the PanelMate Power Pro
Configuration Editor User’s Guide for more information.

To convert a configuration:

1. In the Database Treeview Window, select the configuration you wish to convert.

== PanelMate Configuration Editor - C:APMCONFIGAMODEL Database

File Edit Object Yiew Window Help

EIE) F EEE o HEE [ B

1 C:APMCONFIGA\MODEL Database

E--% Configurations
=B FanelMate 1500
B PanelMate 1700
EE PanelMate 2000
SR =0 i First Application
B PanslMate 3000
=B PanelMate 4000
B PanelMate 5000
E Fanelt ate FC

Mew.__ I | Open I | Delete I |Pluper§ies...|

ForHelp. press F1 R LWT]
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Select Convert from the File menu and you will see the Conversion dialog box.

2.
Converzion
Convert: Convert "My First Application
from: PanelMate 2000
to: @ PanelMate 1500
! PanelMate 1700
! PanelMate 2000
) PanelMate 4000
' PanelMate 5000
' PanelMate PC
‘L’ | Cancel I | Help I
3. Select the model to which you wish to convert.
4. Click the OK button.
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Conversion Considerations
Converting a configuration between PanelMate models and PanelMate PC Pro presents few problems.
Most models support the same:
e Number of colors
e  Number of pages and messages
e Templates

e Advanced Line Trending

Conversion is simply a process of copying database entries, and maintaining the same configuration as
much as possible.

Special considerations when converting:

e PanelMate Power Series 1500 supports fewer pages and messages.
e Converting between a four control button and a five control button PanelMate unit.

e Converting from a PanelMate PC Pro with an NT communications driver, and a PanelMate model.
The target PanelMate operator station may not support the same drivers.

e PanelMate Pro LT may not support all of the I/O reference points used in a PanelMate
configuration.
Setting the High Capacity Unit Feature

During the conversion process, the High Capacity Unit feature is automatically set as needed. Note
that the PanelMate Power Series 1500 High Capacity supports fewer pages and messages than the
other PanelMate High Capacity models. See the Product Features topic in the Configuration Editor
User’s Guide for more information.

Note that all PanelMate Power Series models that end in X (ex. 52PKHX), all PanelMate Power Pro
models and all PanelMate Pro LT models are high capacity by defuailt. Units with Standard Capacity
can be upgraded to High Capacity by ordering PMUPGRADE.
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Setting the Color Display Feature

When converting to PanelMate 1500, PanelMate 1100, PanelMate 1700, PanelMate 2000, or
PanelMate 3000, the Color Display feature is not automatically set. The new configuration appears in
grayscale.

If the source configuration was color, use the Configuration Properties dialog box to select the Color
Display feature. See the Configuration Properties topic in the Configuration Editor User's Guide for
more information.

Configuration Properties E3

Product Type: PanelMate 2000

¥ersion: 4.0
- Configuration
Hame: Last Modified Time: 4:29:24 PM
My Firzt Application o i
Last Modified Date: 11/3/797

Descnption:

- Product Oplionz Auto Centering
[" Color Display X Allen-Bradley DH-485 [X Device Names
[ High Capacity Unit [X Modicon Modbus X Indicator Labels
[ Advanced Trending Template [" Control Button Labels
119 l | Cancel I | Help I
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Converting to PanelMate 1500

With the High Capacity installed, the PanelMate Power Series 1500 supports fewer pages (up to 50)
and fewer messages (up to 2500) than the other PanelMate models. See the Product Features topic in
the Configuration Editor User’s Guide for more information. As a result, references to messages and
pages greater than the capacity limits of the unit must be deleted or moved before conversion can take
place.

The PanelMate Power Series 1500 does not have a fault relay output or a security keyswitch input.
Any references to these features will appear in the converted configuration but will be ignored when
going online (a warning message will be displayed during conversion). Note that the audio output is
replaced with an internal beeper.

In addition, the PanelMate Power Series 1500 only supports 1 communications driver (serial or hight
speed). As a result, configurations that reference 2 different serial drivers or a serial driver and an 1/O
card driver will result in errors when trying to download the drivers and the configuration.

If the color display option is not selected, the new configuration appears in grayscale. If color is
required, the color display option should be selected in the Configuration Properties window.

Converting to PanelMate 4000, PanelMate 5000, and PanelMate PC Pro

PanelMate 4000, PanelMate 5000, and PanelMate PC Pro are color only. Therefore, when you convert
another model to a PanelMate 4000, PanelMate 5000, and PanelMate PC Pro, the Color Display
feature is always set for the new configuration.

e If'the source configuration was color, the new configuration will be color.

e If'the source configuration was grayscale, the new configuration may be color if the proper
grayscale values were used. See the Converting Grayscale To Color topic later in this chapter
for more information.

Converting from PanelMate 4000, PanelMate 5000, and PanelMate PC Pro

PanelMate 4000, PanelMate 5000, and PanelMate PC Pro provide five control buttons while all other
models provide four. The new configuration will be created minus the fifth (bottom) control button.
This can cause problems if the old configuration depended upon the fifth control button.

Converting from PanelMate 1100

PanelMate Pro LT may not support all of the I/O reference points used in a PanelMate configuration.
The default number of I/O reference points in a PanelMate Pro LT is 64. The number of points
supported in a PanelMate Pro LT can be expanded up to 512 I/O points (in blocks of 64 points) by
using the I/O reference point expansion options.

If there are too many I/O references in the configuration then at the same time the configuration goes
online an error will be generated that indicates the number of /O point references that exceed the
limits of the unit. The error will not be displayed during the download operation.

The PanelMate Pro LT does not have default relay output or a security keyswitch input. Any
references to these features will appear in the converted configuration but will be ignored when going
online (a warning message will be displayed during conversion).

The PanelMate Pro LT has 1 serial port and support for high speed interface but only one driver can be
installed. As a result, configurations that reference 2 different serial drivers or a serial driver and an
I/O card driver will result in errors when trying to download the drivers and the configuration. If Serial
Port 2 is configured and only 1 driver is required (Serial Port 1 is not used for communications or it is
configured to use the same driver) then communication errors will appear for Serial Port 2 when going
online.

If the color display option is not selected, the new configuration appears in grayscale. If color is
required, the color display option should be selected in the Configuration Properties window.
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Converting Grayscale to Color and Color to Grayscale

Each PanelMate model has a 256 color/grayscale selection palette. When converting from color to
grayscale or grayscale to color the color/grayscale configuration values are mapped directly from one
palette to another. For example, if a grayscale configuration uses the 100™ shade in the grayscale
palette, then the color configuration uses the 100™ color in the color palette.

Mone
First 16 colors — (Il | I:' || — Corresponding
=. = L] grayscale values map to
—_— these colors.
16 grayscales ........
The grayscale palette
More colors and AHEEEERN consists of 16 repeating
repeating grayscales HEEEERN || grayscale values.
AEENS +

Copy and Paste, Drag and Drop

You can copy and paste objects from one configuration to another using the Windows clipboard. You
can also use the Windows drag drop method. When the source and destination configurations are for
different PanelMate models, pasted or dropped objects are automatically converted to the new
configuration.

This is similar to the conversion process discussed above; the only difference being that the object
assumes the color palette of the destination configuration.
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Troubleshooting Guide

In this chapter, you will learn:

o Problems with the display

e Problems with the touchscreen

o Problems with the keypad

e Problems with the control buttons

e Problems with audio output

e Problems with fault relay

e Problems with a printer

e Problems when transferring memory
e Problems with the real-time clock

o Communication problems using the Generic Protocol
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Problems with the Display
Screen is dull, no picture on the screen, or no characters on the display

Make sure your power source is actually supplying power to the PanelMate operator station. Also,
make sure that the monitor power button is turned on for PanelMate models with CRTs (i.e.,
PanelMate Power Series 2000 and PanelMate Power Series 4000).

Small PanelMate icons are moving around the display

This is normal operating procedure when the System Parameters Editor has been set for Automatic
Screen Blanking. To disable this feature, set Screen Blanking Inactivity Period to 0 (zero). Refer to the
System Parameters topic in the Configuration Software online help for more information.

Watchdog timeout message on a screen that says "Watchdog Timeout. Press Cancel key to
continue"

A watchdog timeout error may indicate a problem with PanelMate hardware or it may be related to DC
power. If a new configuration has been created or if an existing configuration has been changed and
the configuration has not been completely tested, a watchdog timeout error could indicate a
configuration error. Choose the Verify selection from the File Menu to check the configuration. If
problems persist, call your local distributor or Cutler-Hammer Technical Support. Please have the
unit's serial number ready for the person who serves your call.

Problems with the Touchscreen
Touchscreen is not performing reliably
Run the Touchscreen Test as described in Chapter 10.

Re-calibrate the touchscreen. (Refer to the Calibrate Touchscreen topic in Chapter 10.)

Problems with the Keypad
One or several membrane keys do not work

Use the Keyboard Test to ensure the keys are sending a signal to the PanelMate operator station.
(Refer to the Execute Diagnostics topic in Chapter 10).

Problems with the Control Buttons
One or several buttons do not work

Use the Keyboard Test to ensure the keys are sending a signal to the PanelMate operator station.
(Refer to the Execute Diagnostics topic in Chapter 10).

Problems with the Serial Port
Cannot establish communication using the serial port
Check cable integrity to ensure there are no missing pins or broken wires.
Check that the cable pinouts match those shown in the appropriate Communications Driver Manual.

Ensure the communication parameters (baud rate, stop bits, parity, etc.) are the same in both the
PanelMate operator station and the PLC.

Check the serial port termination.
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Problems with Audio Output
No sound is produced

Check the System Parameters Table to make sure you have the audio output set for either LOW, MED,
or HIGH volume. Refer to the Execute Diagnostics topic in Chapter 10 for more information.

Check the connection of the speaker to the PanelMate operator station.
Check the integrity of the speaker cable.

If you have purchased your own speaker, make sure it is an 8-ohm speaker. Go offline and run the
audio tests.

Sound is only produced for operator input or alarms

Check the System Parameters Table to make sure you have the audio output set correctly. Refer to the
System Parameters topic in the Configuration Software online help for more information.

Problems with the Fault Relay
Fault relay is not energized at start of Run Mode operation

View the PanelMate operator station screen to check for system or communications errors that may be
reported. Refer to the Error Codes topic in the Configuration Software online help for more
information.

Use the fault relay health check to make sure the relay is working properly.

If you are using Generic Protocol, make sure your host is not polling the PanelMate operator station
before it has a chance to energize the relay.

Fault relay de-energizes when an alarm occurs

This is a normal operation if you have used the System Parameters Table to set this feature. Use the
System Parameters Table to disable this feature. Refer to the System Parameters topic in the
Configuration Software online help for more information.

Problems with a Printer
Printer will not work
Check to make sure the printer cable is connected to the correct port.
Check the PLC Name and Port Table. Make sure the port is selected for PRINTER use.

Verify that all communications parameters match between the PanelMate operator station and your
printer.

Check to make sure the printer is ready; if the printer is out of paper or off-line, it will not work. You
will need to refer to the appropriate PanelMate Express Setup documentation or PanelMate hardware
installation guide and your printer manual to determine proper printer cabling.

Check the integrity of the cable and connections. Verify that the cable is wired properly.

Check the integrity of the PanelMate communications port by restarting the system (power off, then
re-power), and noting the report of the power-up diagnostics.

Verify that the printer is set for serial communications.
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Problems when Transferring Memory
Cannot make a personal computer transfer

Make sure that the cable connecting the personal computer serial port to the PanelMate operator
station serial port is the one supplied by Cutler-Hammer.

Check the integrity of the PanelMate operator station communications port. Do this by restarting the
system (power off, then re-power) and noting the report of the power-up diagnostics. Make sure you
are connected to the personal computer serial port selected in the PanelMate Transfer - Port
Params. Tab dialog box.

Failure transferring at 38400 baud rate
Baud rate is too high for the hardware. Lower the baud rate (19200 or 9600) and transfer again
COM port is defective or needs updated. Try a different COM port.

Using the PanelMate Transfer Editor to download driver versions prior to V211, the
driver was successfully downloaded but a FAILED status was reported

Check the PanelMate operator station to see if the driver was loaded. Display System Configuration
Information from the Setup Page or Offline Mode.

The Transfer Editor does not transfer PanelMate Compact software (version 1.14) to a
PanelMate Compact unit

The Transfer Editor does not support this type of transfer.
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Using Windows 3.1X, problems encountered with serial transfers at high baud rates
using existing drivers

Baud rate too high for the hardware. Lower the baud rate.

Updated serial drivers needed. Install the serial drivers in the system.ini file. Refer to the Installing
Serial Drivers topic in the Transfer Utility User’s Guide for more information.

COM1 and COM2 do not appear as selections in the Port Device list of the PanelMate
Transfer - Port Parameters Tab dialog box

Windows serial device drivers are not running. Enable a Windows serial virtual device driver by
editing the 386 Enhanced section of the system.ini file. If the following line exists in this section:

;device=*vcd

then remove the semicolon from the line. If the line is not found, either add the line to this section
(without the semicolon) or consult your personal computer manufacturer for the name of their standard
serial virtual device driver and add it to the 386 Enhanced section. Save the file and restart Windows.

Transfers fail when the Transfer Editor window is minimized

A new Windows application does not give control to the Transfer Editor resulting in a timeout error.
Start the transfer again after expanding the Transfer Editor window and do not minimize the Transfer
Editor window until the transfer is completed successfully.

File Does Not Exist errors are reported when starting the Transfer Editor

Older versions of the PanelMate software, Executive Firmware, or PLC drivers have been deleted
from this system. Remove the deleted Executive Firmware and drivers from the file, pmconfig.ini, in
the Windows directory.
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Checklist for Resolving Transfer Problems

1.

10.

11.

12.

13.

Is the correct cable being used? Make sure that the cable matches the cable supplied by Cutler-Hammer
and is documented in the Transfer Utility User’s Guide.

Has the cable been used successfully before? See item 1.

Was the cable purchased from Cutler-Hammer or was it custom made? See item 1.

Have you been successful using this personal computer to transfer to a PanelMate operator station
before? If so, what has changed on the personal computer (software or hardware) since the last
download?

What personal computer COM port is being used? Does this match the selection in the
PanelMateTransfer — Port Params. Tab dialog box?

What COM port are you connected to on the PanelMate operator station? It must be Port 1.
What mode is the PanelMate operator station in? It must be in Serial Transfer Mode.

If a custom cable is being used to transfer to a PanelMate Power Series 1500, does the pin orientation
match pin 1 on the RJ-11 connector toward the power connector?

Is there another program running (such as PLC programming software) that is already accessing that
serial port? If so, shut down the program and retry the transfer. If still unsuccessful, shut down the
personal computer and reboot without starting the other program and retry the transfer.

When transferring from a laptop, does the laptop support infra-red communications and is infra-red
enabled? Disable the infra-red setup and enable the serial setup.

Are the ports enabled in the personal computer’s BIOS settings? Are the ports set for Automatic mode
in the BIOS so that the operating system (Windows 95 or Windows NT) can configure the port
interrupts and 1/O settings?

In Windows 95 or 98, do the ports show up in the Device Manager in the System selection from
Control Panel? Does the port have a yellow circle with an “i” inside? If the port has conflicts (indicated
by the yellow circle), resolve those conflicts using Window’s Hardware Troubleshooter or
Troubleshooting Guide, then retry the transfer.

In Windows NT, does the COM port you are using show up in the Ports section of Control Panel? If
not, check the Device section of Control Panel, scroll down to the Serial device and make sure it has
not been disabled in your hardware profile or startup selection. If the COM port does show up, check
its Settings — Advanced section and set the IRQ and Port I/O Address to Default.
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Problems with the Real-Time Clock
The time is inaccurate following a power disruption

This is a symptom of a dead or low battery. Check the integrity of the battery. Do this by restarting the
system (power off, then re-power) and noting the report of the power-up diagnostics.

Communications Problems using the Generic Protocol
PanelMate operator station does not respond at all

Verify that the host is using the frame format exactly as specified in the Generic Protocol Driver
Manual.

Make sure that the cable connecting the host to the PanelMate operator station is properly wired.

Verify that you have properly set the communications parameters on the host to match the parameters
of the PanelMate serial port.

Check the integrity of the PanelMate communications port by restarting the system (power off, then
re-power) and noting the report of the power-up diagnostics.
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Specific Error Messages
Error encountered during initialization of data structures

Return to the Configuration Mode and check the PLC Name and Port Table. Especially verify all
Network ID numbers and the default PLC. A default PLC must be named, even if you are using one
PLC.

Errors identified by audible tones when message display is not possible

For certain fatal startup errors which do not permit fault messages to be displayed on the screen, the
PanelMate operator station will generate special alarm tones to an alarm horn connected to the Audio
port. If the real-time clock is inaccessible, a 1000 Hz tone will be generated in the following repeating
pattern: .5 second tone, .5 second pause, .5 second tone, 3 second pause.

If the video subsystem has fatal errors, an alarm tone pattern is generated to indicate the actual failures.
A 1000 Hz tone with .25 seconds duration indicates a test has passed. A 800 Hz tone with .5 second
duration indicates a test has failed. A 3 second pause occurs at the end of the tone sequence. The tests
are performed in the following order:

e Serial Port 2

e  Serial Port |

e Real-Time Clock (Timing)
e Real-Time Clock Battery
e DRAM

e  Watchdog

e  Character Cell SRAM

e Frame Buffer SRAM
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