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INSTRUCTIONS TO INSTALL COIL CONTROLLER OR OVERLOAD RELAY]

Step 1. Back out Load Side Lug Screws of Contact Block.

Step 2. Insert Dovetails of Coil Controller or Overload Relay into upper slots of
the Contact Block.

Step 3.  Push down Coil Controller or Overload Relay until snapped into place.

Step4. Tighten the Load Side Screws per the torque values in the table below.

INSTRUCTIONS TO REMOVE COIL CONTROLLER OR OVERLOAD

Step 5. Back out Load Side Lug Screws of Contact Block.
Step 6.  Back out Cover Screws from Contact Block.

Step 7. Raise Cover and lift off Overload Relay or Coil Controller.

Cover Screws
Torque: 0.8 N-m [7 LB-IN]

CONTACT BLOCK
(Pictured 76mm)

Driver: PZ1
or ) ®
Flat Blade E—~—

Cover

Steps 1,4&5
Load Side
Lug Screws

Steps 2 & 3

Slots where dovetails

need to engage. w \\

’

Dovetails ;
(Not visible) ‘
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Push to unlock and remove
Control Terminal Block.
(Not required for assembly)
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COIL CONTROLLER

or
OVERLOAD RELAY
(Pictured)

Size Lug Torque Q Driver --- Hex Key =—D
45mm 1.7 N-m [15 LB-IN] 2.5mm
54mm 2.8N-m [25 LB-IN] 3.0mm

76mm 4.0 N-m [35LB-IN] 4.0mm [5/327]
QTy. COMPONENTS REQUIRED
1 CONTACT BLOCK REFER TO CH CATALOG FOR SELECTION
1 COIL CONTROLLER REFER TO CH CATALOG FOR SELECTION
OVERLOXrD RELAY
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